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2.2. Wind turbines 
6HYHQZLQGWXUELQHVIURPGLIIHUHQWFRPPHUFLDOPDQXIDFWXUHUVZHUHFRQVLGHUHGIRUWKHVWXG\)RUXQLIRUPLW\LQWKH
FRPSDULVRQWXUELQHVZLWKUDWHGFDSDFLW\DURXQG0:ZHUHFKRVHQ7RDYRLGWKHXVHRIWUDGHQDPHVWKHVHWXUELQHV
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ZLWK WKH LQFUHDVHGEODGH VL]H WKH V\VWHPFRVWZLOO DOVREH VFDOHGXS)XUWKHUPRUH WKHPHFKDQLFDO DQG VWUXFWXUDO
FRPSRQHQWVDUHUHTXLUHGWREHPDGHVWURQJHUWRZLWKVWDQGWKHDGGLWLRQDOORDGUHVXOWLQJIURPWKHH[WUDURWRUVL]H7KLV
DJDLQZLOODGGWRWKHFRVWRIWKHWXUELQH









7KH SHUIRUPDQFHV RI VHYHQ FRPPHUFLDO ZLQG WXUELQHV XQGHU ORZ YHORFLW\ ZLQG UHJLPHV ZHUH VLPXODWHG DQG
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